
2��5 3��5 5��0

Impedance

Ratio
L��ow Temperature Characteristics

S��helf Life 

T����������he following specifications shall be satisfied when the capacitors are restored

t���������������������o 20℃ after exposing them for 1,000 hours at 105℃ without voltage

a����������pplied.Before the measurement ,the capacitor shall be preconditioned by

a�������������������pplying voltage according to Item 4.1 of JIS C 5101-4.

L�oad Life

T����������he following specifications shall be satisfied when the capacitors are restored

t���������������o 20℃ after subjected to DC voltage with the rated rippled current is applied

f��������������or 2000 hours at 105℃  .

l��eakage current 

1��2

N����������ot more than 200％ of specified value 

N�����������ot more than 200% of specified value 

D����.F.(Tanδ)

R����ated Voltage (V)

Z�������-25℃/Z+20℃

Z�������-40℃/Z+20℃

 ����������������������������������������������������������������������������������������������������������������������������������                                                                                                                           （at 120Hz）  

C��apacitance change W������ithin ±20％initial value  

C�apacitance Range（μF）

I������� ≤     (µ������������A) (After 5 minutes' application of rated voltage)

CAAAAAAAAAAAAAAAAAAAA:   Nominal Capacitance (μF)     V : Rated Voltage (V)

N����������ot more than 200％ of specified value 

D����.F.(Tanδ)

C��apacitance change W������ithin ±20％initial value  

1���00

2�����5～110V

4�

8��0

6��������80～33000μF

l��eakage current N�����ot more than specified value 

0����.30 0����.25

W��V(V)

 ��������������      （at 20℃,120Hz）

C�apacitance Tolerance ±���������������������������������������20%                              （at20℃,120Hz）

l�eakage current（μA）

T��anδ(max)

Items Characteristics

O����perating Temperature Range(℃) -�������40～+105℃

6��3

V�oltage range（V） 2�����5～110V

1���10
D���issipation Factor(Tanδ)



U��R (Surge

V�oltage)

Code

Rated

C�apaci-tance

R�ated Ripple

Current

1�������05℃ 120Hz

Size

φD×L

(��V) (��μF) (���mA rms) (��mm)
3����300 1����400 2����2×20
4����700 1����500 2����5×20
5����600 1����650 2����2×25

1����950 2����2×30
1����950 2����5×25
1����950 3����0×20

8����200 2����250 2����2×35
2����450 2����2×40
2����450 2����5×30
2����450 3����0×25
2����450 3����5×20
2����650 2����2×45
2����650 2����5×35
2����650 3����0×30
2����650 3����5×25
3����000 2����2×50
3����000 2����5×40
3����350 2����5×50
3����350 3����0×35
3����350 3����5×30
3����750 3����0×45
3����750 3����5×35
4����200 3����0×50
4����200 3����5×40

3�����3000 4����600 3����5×45
2����200 1����400 2����2×20
3����300 1����500 2����5×20
3����900 1����700 2����2×25

2����100 2����2×30
2����100 3����0×20
2����250 2����2×35
2����250 2����5×25
2����500 2����2×40
2����500 2����5×30
2����500 3����5×20
2����700 2����2×45
2����700 2����5×35
2����700 3����0×25
2����950 2����2×50
2����950 2����5×40
2����950 3����0×30
2����950 3����5×25
3����250 2����5×45
3����250 3����0×35
3����250 3����5×30

1�����5000 3����700 3����0×40
4����050 3����0×50
4����050 3����5×35

2�����2000 4����400 3����5×40
2�����7000 4����800 3����5×50

2��5V

（��32）

1�E

3��5V

 �����(44)

1�V

6����800

1�����0000

1�����2000

1�����5000

1�����8000

2�����2000

2�����7000

4����700

5����600

1�����8000

6����800

8����200

1�����0000

1�����2000

1����500 1����450 2����2×20
1����800 1����600 2����2×20

1����750 2����2×25
1����750 2����5×20

2����700 1����900 3����0×20
2����150 2����2×30
2����150 2����5×25

5��0V

（��63）

1�H

2����200

3����300

U��R (Surge

V�oltage)

Code

Rated

C�apaci-tance

R�ated Ripple

Current

1�������05℃ 120Hz

Size

φD×L

(��V) (��μF) (���mA rms) (��mm)
2����300 2����2×35
2����300 2����5×30
2����300 3����5×20
2����550 2����2×40
2����550 3����0×25
2����800 2����2×45
2����800 2����5×35
2����800 3����0×30
3����150 2����5×45
3����150 3����0×35
3����150 3����5×25
3����450 3����0×40
3����450 3����5×30
3����850 3����0×45
3����850 3����5×35
4����200 3����0×50
4����200 3����5×40

1�����5000 4����550 3����5×45
1�����8000 4����900 3����5×50
1����200 1����500 2����2×20
1����500 1����650 2����5×20
1����800 1����800 2����2×25
2����200 2����000 3����0×20

2����250 2����2×30
2����250 2����5×25
2����450 2����2×35
2����450 2����5×30
2����450 3����5×20
2����700 2����2×40
2����700 2����5×35
2����700 3����0×25
3����000 2����2×45
3����000 2����5×40
3����000 3����0×30
3����000 3����5×25
3����300 2����5×45
3����300 3����0×35
3����650 2����5×50
3����650 3����0×40
3����650 3����5×30
4����050 3����0×45
4����050 3����5×35
4����400 3����0×50
4����400 3����5×40

1�����2000 4����750 3����5×45

5��0V

（��63）

1�H

6��3V

(����79)

1�J

3����900

4����700

5����600

3����300

8����200

1�����0000

3����900

4����700

5����600

6����800

6����800

8����200

1�����0000

1�����2000

2����700

8���20 1����400 2����2×20
1����000 1����550 2����5×20
1����200 1����700 2����2×25
1����500 1����950 3����0×20

2����250 2����2×30
2����250 2����5×25
2����450 2����2×35
2����450 2����5×30
2����450 3����5×20
2����700 2����2×45
2����700 2����5×35
2����700 3����0×25
3����000 2����2×50
3����000 2����5×40
3����000 3����0×30
3����000 3����5×25

8��0V

（���100）

1�K

1����800

2����200

2����700

3����300



U��R (Surge

V�oltage)

Code

Rated

C�apaci-tance

R�ated Ripple

Current

 ����� 105℃

1���20Hz

Size

φD×L

(��V) (��μF) (���mA rms) (��mm)
3����300 2����5×45
3����300 3����0×35
3����600 2����5×50
3����600 3����0×40
3����600 3����5×30
3����950 3����0×45
3����950 3����5×35
4����250 3����0×50
4����250 3����5×40

8����200 4����550 3����5×45
1�����0000 4����700 3����5×50
6���80 1����600 2����5×20
8���20 1����750 2����2×25

1����950 2����2×30
1����950 2����5×25
1����950 3����0×20

1����200 2����150 2����2×35
2����450 2����2×40
2����450 2����5×30
2����450 3����0×25
2����450 3����5×20
2����700 2����2×45
2����700 2����5×35
2����700 3����0×30
2����950 2����2×50
2����950 2����5×40
2����950 3����5×25
3����200 2����5×50
3����200 3����0×35
3����200 3����5×30
3����600 3����0×40
3����600 3����5×35
4����000 3����0×50
4����000 3����5×40

4����700 4����300 3����5×45
5����600 4����700 3����5×50

8��0V

（���100）

1�K

1���00V

 ������(125)

2�A

3����900

2����700

4����700

5����600

6����800

1����000

1����500

1����800

2����200

3����900

3����300

U��R (Surge

V�oltage)

Code

Rated

C�apaci-tance

R�ated Ripple

Current

 ����� 105℃

1���20Hz

Size

φD×L

(��V) (��μF) (���mA rms) (��mm)
6���80 1����750 2����2×25

1����850 2����2×30
1����850 2����5×25
2����050 2����2×35
2����050 2����5×30
2����050 3����0×20
2����200 2����2×40
2����200 2����5×30
2����200 3����0×25
2����200 3����5×20
2����550 2����2×45
2����550 2����5×35
2����550 3����0×30
2����550 3����5×25
2����850 2����2×50
2����850 2����5×40
3����100 2����5×45
3����100 3����0×35
3����100 3����5×30
3����350 3����0×40
3����350 3����5×35
3����750 3����0×50
3����750 3����5×40

3����900 4����200 3����5×45
4����700 4����500 3����5×50

1���10V

（���138）

2�B

8���20

1����800

1����000

1����200

2����200

2����700

3����300

1����500
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